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Starting out with the car stripped

Screw the strap to the top of the rear bow.

Close up of the installed strap

Run the side cable through the side of the
top.
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Use some self sticking velcro pile to pad
out the rear bow on the corners.

This is a picture of the very bottom of the
top. The back of the top frame flips forward.
Glue the front part of the top to the front
part of the frame. Make sure line up the two
holes in the material to the two holes in the
frame.
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Pad out the other bows on the top it just
makes the top look better.

Picture of the finished glueing (etc.)
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Line GO Here

Also See Page 9

Secure the side cables to the springs at the
top of the quarters. Do both the left and
right sides.

Lock in the side cable at the front of the top.

Then staple the front of the top to the
header bow ONLY on the left and right
sides at this time.
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In this picture it shows the headliner
fastened back to the bow.

The strap on the headliner gets screwed
through the front corner of the frame ont
both sides.

Pull the headliner to the front of the header
bow and staple down.

Restaple the front of the top all across the
header bow.
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Fasten the quarter flaps to the frame.
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This is a close up of the previous picture.

At the top of the quarter glue the flap to the Let the top back down and secure the top
around the corner like in the picture above.
back side of the quarter
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Reinstall the channel rubbers
(weather strips) onto their proper places on
the frame.

Here is the finished top Passenger view.

Rear view of finished top.

Still another view of the completed
installation.
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Top folded down.
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All 3 of these pictures are not necessary.
Picture of elastic strap screwed to the
frame.
These pictures should be inside not at the
end.
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Electron Top Mfg. Co.
GM 3880
1998-04 Corvette Roadster
Please Read Before Installation
“B”
“Line goes to the Bottom
Forward/Inside Edge of
the
Trim Stick ”
When installing this top please
staple on our hash marks and
put our line to the
forward/inside edge of the
Trim Stick. In the picture,
the top is ﬂipped so the bottom edge of the
Trim Stick is facing up.

Bottom Inside Edge of the Trim Stick

Staple on Hash Marks

“Our instructions/warnings are simpliﬁed and intended as a guide for a professional Craftsman.
To protect our quality, reputation and the perpetuation of our Auto Trim Industry we will only warranty our products
that have been installed by an experienced Upholsterer/Trimmer.”

If you have any questions please call (800) 221-4476
F & L/Tech/GM3880

